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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 
WASHINGTON, D.C. 20460 

FEB 6 2015 

OFFICE OF CHEMICAL SAFETY 
AND POLLUTION PREVENTION 

Cheryl Woodward 
Regulatory Specialist 
Pesticide Science and Registration 
U.S. Agent; Thor Specialties, Inc. 
50 Waterview Drive 
Shelton, CT 06484 

Subject: Label Amendment - Submit correct use level for approved use 
Product Name: ACTICIDE® IPS 40 

. EPA Registration Number: 67071-66 
Application Date: October 20, 2014 
Decision Number: 499256 

Dear Ms. WoodwardL 

The amended label referred to above, submitted in connection with registration under the Federal 
Insecticide, Fungicide and Rodenticide Act, as amended, is acceptable. This approval does not 
affect any conditions that were previously imposed on this registration. You continue to be 
subject to existing conditions on your registration and any deadlines connected with them. 

A stamped copy of your labeling is enclosed for your records. This labeling supersedes all 
previously accepted labeling. You must submit one copy of the final printed labeling before you 
release the product for shipment with the new labeling. In accordance with 40 CFR 152.1'30(c),'^ 
you may distribute or sell this product under the previously approved labeling for 18 months 
from the date of this letter. After 18 months, you may only distribute or sell this product if it 
bears this new revised labeling or subsequently approved labeling. "To distribute or sell" is 
defined under FIFRA section 2(gg) and its implementing regulation at 40 CFR 152.3. 

Should you wish to add/retain a reference to the company's website on your label, then please be 
aware that the website becomes labeling under the Federal Insecticide Fungicide and Rodenticide 
Act and is subject to review by the Agency. If the website is false or misleading, the product 
would be misbranded and unlawful to sell or distribute under FIFRA section 12(a)(1)(E). 40 
CFR 156.10(a)(5) list examples of statements EPA may consider false or misleading. In 
addition, regardless of whether a website is referenced on your product's label, claims made on 
the website may not substantially differ from those claims approved through the registration 
process. Therefore, should the Agency find or if it is brought to our attention that a website 
contains false or misleading statements or claims substantially differing from the EPA approved 
registration, the website will be referred to the EPA's Office of Enforcement and Compliance. 
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Your release for shipment of the product constitutes acceptance of these conditions. If these 
conditions are not complied with, the registration will be subject to cancellation in accordance 
vWth FIFRA section 6. If you have any questions, please contact Stacey Grigsby by phone at 
(703) 305-6440, or via email at grigsby.stacev@epa.gov . 

Stacey Grigsl; 
Registration Risk Manager 
Regulatory Branch II (751 OP) 

Enclosure: stamped label 
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ACTICIDE® IPS 40 
INFORMATION SHEET 

THIS ACTICIDE® IPS 40 INFORMATION SHEET MUST ACCOMPANY EACH 
SHIPMENT OF ACTICIDE® IPS 40 

DIRECTIONS FOR USE 
It is a violation of Federal Law to use this product in a manner inconsistent with its labeling. 

Adhesives 

ACTICIDE® IPS 40 is used in non-medical, non-food use natural and 
synthetic adhesive formulations for protection of these solutions against 
attack by fungal organisms in both the wet state and in the dry film of the 
finished product. 
It is required that this product be added at the end of the production cycle with 
qood agitation 

0.03 - 0.65% Of ACTICIDE® IPS 40 
(0.03 lb to 0.66 lbs per 100 lbs 
formula) 

Inks 

ACTlCiOE® IPS 40 is used in aqueous-based ink solutions for protection of 
these solutions against attack by fungal organisms. 
It is required that this product be added at the end of the production cycle with 
good agitation. 

0.03 - 0.76% of ACTICIDE® IPS 40 
(0.03 lb to 0.75 lbs per 100 lbs 
formula) 

Paints and Coatings (Including stains) 

ACTICIDE® IPS 40 is used in solvent and aqueous paints and coatings for 
protection against attack by fungal organisms in both the wet state and in the 
dry film of the finished product. 
it is required that this product be added at the end of the production cycle with 
good agitation. 

Interior: 
0.1 - 0.5% of ACTICIDE® IPS 40 
(0.1 lb to 0.5 lbs per 100 lbs formula) 

Exterior: 
0.3 - 1.3% of ACTICIDE® IPS 40 
(0.3 lb to 1.3 lbs per 100 lbs formula) 

'Plastics and Plastic Coatings 

ACTICIDE® IPS 40 is used to prevent surface mildew growth on non-medical, 
non-food use plastic items (such as shower curtains, cable and wire,,etc.). 
Intended plastics include PVC, polyurethanes, elastomers and rubbers, 
neoprene, styrene compounds and polyolefins. 
To ensure uniform distribution, disperse in the plasticizer or color concentrate 
before it is incorporated into the resin. Do not use if the heat of processing is 
above 350°F for prolonged periods. 
'Not approved for this use in California 

0.3 -- 2.5% of ACTICIDE® IPS 40 
(0.3 lb to 2,5 lbs per 100 lbs formula) 

'Paper Coatings 

ACTICIDE® IPS 40 is used in solvent and aqueous paints and coatings which 
are applied to non-food contact paper and cardboard substrates to prevent 
surface mold and mildew growth. For protection against attack by fungal 
organisms in both the wet state and in the dry film of the finished product. 
It is required that this product be added at the end of the production cycle with 
good agitation. 
'Not approved for this use in California 

0.05 - 0.75% of ACTICIDE® IPS 40 
(0.05 lb to 075 lbs per 100 lbs 
formula) 

Inforrmation Sheet # 1PS40 V002 
Page 1 of 3 

20-0ctober-2014 EPA Reg. No. 67071-66 
Manufactured By/For; Thor GmbH 

D-67346 Speyer, Germany 
Tel. (06232) 6360 

U.S. Office; Thor Specialties, Inc. 
50 Waterview Drive, 
Shelton, CT 06484 USA 
Tel. (203) 516-6980 
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ACTICIDE® IPS 40 
INFORMATION SHEET 

THIS ACTICIDE® IPS 40 INFORMATION SHEET MUST ACCOMPANY EACH 
SHIPMENT OF ACTICIDE® IPS 40 

DIRECTIONS FOR USE 
It is a violation of Federal Law to use this product in a manner inconsistent with its labeling. 

THOR 

Building Materials 

ACTICIDE® IPS 40 is used to control the growth of fungi in non-food contact 
building materials including; cellulosic materials, 
wallboard/drywall/sheetrock/gypsum board, concrete, masonry, wood 
conhposite materials, grouts, caulks. 

0.05 - 1.3% of ACTICIDE® IPS 40 
(0.05 lb to 1.3 lbs per 100 lbs 
formula) 

"Household Consumer, Industrial, Janitorial Products 

ACTICIDE® IPS 40 is used to control the growth of fungi in non-food contact 
household consumer, industrial, janitorial products. 
End use applications include cleaning wipes, laundry products, cleaners, floor 
care products, car care products. For the preservation of liquids, gels, waxes, 
pre-moistened wipes or solutions delivered by mops or sponges. . 
"Wot approved for this use in California 

0.01 - 0.08% of ACTICIDE® IPS 40 
(0.01 lb to 0.08 lbs per 100 lbs 
formula) 

"Textiles 

ACTICIDE® IPS 40 is used as a mildewcide in both aqueous and solvent-
based process formulations, including coatings and dyes which are used in 
textile processing. End-use applications of these materials include: fibers and 
backings, canvas and cordage, drapes and shower curtains. Not to be used 
in fabrics intended for human wear of direct skin contact. 
This product is to be solubilized or stirred in the dye bath or polymer coating 
pan to minimize mechanical losses and ensure a uniform distribution of the 
product. 

*Not approved for this use in California 

0.05 - 1.3% of ACTICIDE® IPS 40 
(0.05 lb to 1.3 lbs per 100 lbs 
formula) 

Aqueous IVIetalworking, Cutting, Cooling and Lubricating Fluids: 
To Inhibit the growth of fungi In aqueous metaiworklng, cutting, cooling and lubricating fluids, add up to 1,000 ppm of 
this product to the diluted fluid (0.2 gallons per 100 gallons of fluid). Add this product to the fluid at preparation or to 
the reservoir (sump) containing the fluid. If added to the reservoir, circulate the fluid to ensure mixing. 

Concentrates: 
To inhibit the growth of fungi in aqueous rnetalworking, cutting, cooling and lubricating concentrates, add an 
amount that will give up to 2,000 ppm in the diluted fluid. The amount required in the concentrate will depend 
on the end use dilution. 
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Tel. (06232) 6360 

U.S. Office: Thor Specialties, Inc. 
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Shelton, CT 06484 USA 
Tel. (203) 516-6980 
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ACTICIDE® IPS 40 
INFORMATION SHEET 

THIS ACTICIDE® IPS 40 INFORMATION SHEET MUST ACCOMPANY EACH 
SHIPMENT OF ACTICIDE® IPS 40 

DIRECTIONS FOR USE 
It is a violation of Federal Law to use this product in a manner inconsistent with its labeling. 

*V\/ood Preservation 
ACTICIDE® IPS 40 is a liquid designed for use as a wood preservative for use in above ground applications. All use 
levels are in percentage by weight, and refer to this product. Dosage ranges are given for the various applications to 
indicate the approximate levels for a particular application. Exact level of use must be determined by field trials. 

ACTICIDE® IPS 40 may be applied from solvent solutions or aqueous dispersions to new lumber, plywood, particle 
board, millwork, etc., to prevent the growth of mildew, sapstain and wood rot on these substrates. This product is for 
use on wood in above ground use only. 

Treating solutions may be prepared by diluting this product in alcohols or aromatic solvents or by dispersion in water. 
Levels of 0.1 - 1.2% of this product are suggested depending upon the severity of conditions for end use, and the 
extent of time that protection is required. 

For freshly sawn lumber, a concentration of 0.2% of this product is suggested as a starting level. A one minute dip at 
ambient temperatures in a solution or aqueous dispersion conlainirig 0.2% of this product should be adequate to 
control the development of mildew and sapstain organisms on the lumber. Because of the great variation in 
susceptibility of fresh sawn lumber relating to the type of wood, sawing and storage techniques, conditions of 
humidity, method of treatment, etc., it is usually necessary to carry out field tests to determine the most appropriate 
means of application and the optimum concentration of this product to be used within the range specified. 

For best results, lumber must be treated within twenty-four hours after It is sawed. The lumber must be completely 
immersed in the treating bath, and the treating vat designed to penmit easy immersion and removal, and to minimize 
spillage. The vat may be cleaned by emptying and rinsing with a suitable solvent or by use of a detergent solution. 
To add additional product while treating, first prepare the proper solution or emulsion in a separate container (of 
wood, plastic, or stainless steel construction) and add to the treating vessel. 

After treatment, lumber must be slacked in a properly maintained seasoning yard with good drainage so that no water 
will accumulate, in any area. The yard must be kept free from weeds and vegetation, which may hold moisture and 
promote growth of decay and stain producing fungi. All debris and lumber scraps must be removed from the area. A 
properly laid out yard must take advantage of prevailing winds to permit good air circulation. Main alleys must be at 
least 16 feet wide. Stack foundations must be sufficiently elevated to permit ready access of air to the pile, and allow 
water to drain off quickly ' " 

'Not approved for this use in California 
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